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PAPER SIZE: Custom

SCALE: 1:1500

PHASE 1 SMDP
PERIMETER LENGTH: 1,092 M

PHASE 2 SMDP

EXISTING PERIMETER
LENGTH: 245 M

NEW PERIMETER
LENGTH: 242 M

PRAIA NEC  |  OBO PROJECT NO. 19AQMM20F1088  |  UNCLASSIFIED

SMDP Site Fence Phasing

LEGEND

NOTE: Areas to be verified by survey

Property Line
 
SMDP Phase 1 Site Fence
  
SMDP Phase 2  Potential Relocated Fence

SMDP Phase 2 New Perimeter Fence
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WARNING: This document is the property of the U.S. Government. Further reproduction
and/or distribution outside the contractor team is prohibited without the
express written approval of: 
U.S. Department of State 
ATIN:(contracting officer) _________________________________ _
Washington, D.C. 20520 
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1. Corner Posts, End Posts, and Pull Posts: All posts in this category shall be equivalent to a m1n1mum of 7.3
centimeters (2-7 /8-inch) O.D. galvanized schedule 40 pipe. All posts are to be plumb within plus/minus 5
degrees in two planes. Pull posts shall be used at all abrupt changes in grade and at intervals no greater than
152 meters (500 feet). On runs over 152 meters (500 feet), space pull posts evenly between corner/ end posts.

2. Line Posts: All posts within this category shall be equivalent to a minimum of 6.03 centimeters (2-3/8-inch)
O.D. galvanized schedule 40 pipe. Posts are to be spaced equidistant in the fence line with a maximum of 3
meters ( 10 feet) on center. All posts are to be plumb within plus/minus 5 degrees in two planes.

3. Fence Fabric: The fabric shall be not less than 2.75-meter high fabric, 50-mm mesh, 3.75-mm wire, 350-g
per m2 zinc coating, ASTM A 392 Class I or equivalent, locally obtained fabric. The top selvage shall be twisted 
and barbed, and the bottom selvage shall be knuckled. Stretcher bars shall be threaded through the fabric using 
one bar for each gate and end post and two for each corner and pull post. The fabric shall be pulled tight so 
that the maximum deflection of the fabric is 5.0cm (2 inches) when a 22.5 kilograms (50 pounds) pull is
exerted perpendicular to the center of the panel. Maintain tension by securing stretcher bars to posts with metal
bands spaced no farther than 38.1 centimeters ( 15 inches) on center. Fasten the fabric to the steel framework
with 9-gauge steel wire ties spaced no farther than 30.5 centimeters ( 12 inches) on center for all posts, rails,
braces, and tension wires. Fabric will not be free to move along the framework. The fence shall be grounded 
every 100 meters ( 110 yards) by a 1.8 meter (6 feet) ground rod connected to the fence fabric with grounding
clamps and number 10 gauge wire. 

4. Outriggers: Provide outrigger assemblies with three (3) strands of barbed wire on the top of each fence,
angled to the outside of the fenced area. 
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FIXTURE HESS

LAMP HESS

POWER
SUPPLY HESS

FIXTURE HESS

LAMP HESS

POWER
SUPPLY HESS

FIXTURE COLOR KINETICS

MOUNTING TEMPEST

LAMP COLOR KINETICS

POWER
SUPPLY COLOR KINETICS

INTEGRAL

52 XGG

EX-7 PEDESTRIAN BOLLARD

LN950-HP-UNV-D-03SRA-GG

EX-6 PEDESTRIAN PATH POLE

LN450-2LV-W-ME-UNV-A-15SRA-
GG

3000K LED IN 2 LEVO MODULES 
PER HEAD

3000K LED I

INTEGRAL

EX-8 NOB FAÇADE FLOODLIGHT- 
OUTSIDE OF COPPER

EW BLAST WHITE-  523-000069-
00 + 120-000070-00 + 120-
000025-00 HORIZONTAL 

SPREAD LENS

2700K 1990 LUMEN LED

INTEGRAL

GG X38

50 WHITE X4784.24  60CM ABOVE GRADE 
STAKE

C.M. Kling & Associates, Inc.
Architectural Lighting

Fixture Schedule
1411 King Street, Alexandria, VA 22314
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FIXTURE HESS

LAMP HESS

POWER
SUPPLY HESS

FIXTURE HESS

LAMP HESS

POWER
SUPPLY HESS

FIXTURE HESS

LAMP HESS

POWER
SUPPLY HESS

FIXTURE HESS

LAMP HESS

POWER
SUPPLY HESS

FIXTURE KIM LIGHTING

POLE KIM LIGHTING

LAMP GE

POWER
SUPPLY GE

EX-3 INTERIOR ROADWAY POLE 
LIGHT

LN600-4LV-W-S-UNV-A-20SR-
GG-N

1043000K LED IN 4 LEVO MODULES 
PER HEAD

INTEGRAL

AL600-3LV-W-ME-UNV-GG

78 GG

GG

X

X

3000K LED IN 3 LEVO MODULES 
PER HEAD

INTEGRAL

EX-5
SPORTS LIGHT POLE- 
DOUBLE HEADED- 90 
DEGREES

ARCHETYPE 2L-AR3-350PMH-
SG- AF

CMH350/V/PA/O

GE-MH-250-400-MA

PSA25-5400 25' POLE - SL - SG 
FINISH- POLE TO BE DOUBLE 
PAINTED AND FINISHED ON 

INTERIOR FOR SALT AIR 
ENVIRONMENT.

EX-4 WALL MOUNTED ROADWAY 
LIGHT

X

FIXTURES TO BE DOUBLE PAINTED AND 
FINISHED FOR SALT AIR AND DESERT 
ENVIRONMENT
LOCAL CONTROLS WITH TIMER SWITCH TO BE 
PROVIDED FOR USE WITH SPORTS LIGHTING.

378

104

GGEX-1

LN600-4LV-W-ME REVERSED 
TO ILLUMINATE WALL- UNV-B-

20SR-GG

208
3000K LED IN 4 LEVO MODULES 

PER HEAD

DOUBLE HEADED 
PERIMETER WALL POLE 
LIGHT

INTEGRAL

EX-2 SINGLE HEAD POLE LIGHT 3000K LED IN 4 LEVO MODULES 
PER HEAD

INTEGRAL

C. M. Kling & Associates, Inc.
Architectural Lighting Design

1411 King Street  Alexandria, VA 22314   tel. 703.684.6270    fax. 703.684.6273    light@cmkling.com

 EXTERIOR ARCHITECTURAL LIGHTING FIXTURE SCHEDULE

FIXTURE TYPE NOTESAPER.
SIZECATALOG NUMBERDESCRIPTION MANUFACTURER FINISHVOLTS

MOUNTING
TOTAL

SYSTEM
WATTS

X

LN600-4LV-W-ME-UNV-A-20SR-
GG-N

GG X

LN600-4LV-W-ME REVERSED 
TO ILLUMINATE WALL- UNV-B-

20SR-GG
DOUBLE HEADED

EX-1 208 GGPERIMETER WALL POLE
LIGHT 3000K LED IN 4 LEVO MODULES 

PER HEAD

INTEGRAL

X

HESSFIXTURE

HESSLAMP

POWER HESSSUPPLY

INTEGRALHESSPOWER
SUPPLY

SINGLE HEAD POLE LIGHTEX-2

FIXTURE

LAMP HESS

HESS

MODULES 3000K LED IN 4 LEVO M
PER HEAD

LLN600-4LV-W-ME-UNV-A-20SR-
GG-N

104 GG X



C.M. Kling & Associates, Inc.
Architectural Lighting

Cut Sheets

Dimensions

L I N E A 6 0 0 LED Pole Mounted Luminaire  Project Name
Address
City
State
ZIP

Type Model Modules Color
Temperature Distribution Volt Mounting Pole Finish Option

Ordering Information

LN600 4LV UNV 20SR N

TYPE: EX-1
TYPE: EX-2
TYPE: EX-3
TYPE: EX-2
TYPE: EX-1




